
FANCOIL
 

AIR FILTRATION 
& AIR QUALITY

PRE FILTERS

 

FILTER CODE STRUCTURE   

-	 Conditioning and ventilation systems
-	 Used as pre-filter or second-stage filter
-	 Low start pressure drop

-	 High dust holding capacity
-	 Reduced operating costs
-	 Washeable for repeated use

TECHNICAL SPECIFICATIONS   

APPLICATIONS

For more information please click here.

Max. Temperature    70°C

Relative Humidity 100 %

Rec. Final Pres. Drop
EN 779-2012	 250 Pa.

ISO 16890	 200 Pa.

Filter Stage I

Type FC FANCOIL 

Class EN 779-2012 
Class ISO COARSE 2 G2

COARSE >40

Frame G
G:Galvanized 	 A: Aluminum
T: SS 304	 P: Plastic 
X: Frameless (with 4 mm rod wire)

Media O26 S12: 120gr Fiber	 O26:20/6 POL 
046: 45/6 POL	 Net: Net Media 

Modelling L Straight Model

Face Guard 2 0: Without Grid 	1: Face Grid Air Outlet
2: Both Side with Grid

Size 0592-0592-008

Class  EN 779-2012 G2 G3

Class ISO 16890 >20% >40%

Av. Efficiency EN 779-2012 50% 80%

Av. Efficiency ISO 16890 >20% >40%
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