
FILTER CELL HT300
High Temperature

AIR FILTRATION 
& AIR QUALITY

Type HT FILTER CELL HT300

Media 300 300: HT300  200: AS200 

Frame X
G:Galvanized	 A:Aluminum
T: SS 304	 S:SS  316
X: Without Frame

Wire A G:Galvanized	 A:Aluminum
T: SS 304	 X: Without Frame

Modelling L L: Straight  Z: Z-Line 

Face Guard 2 0: Without Grid 1: Face Grid Air Outlet
2: Both Side with Grid

Size  0610-0610-014

DESCRIPTION

Progressively structured filter media composed of 
finest glass fibers, bonded with a high temperature 
resistant binder. Converted into finished filter cells 
by aluminium stretcher grids. 

APPLICATIONS

Filtration of in take and circulating air in spray and 
drying booths.

Class 
EN 779-2012

G4

Class 
ISO 16890-COARSE

>60%

Av. Efficiency EN 779-2012  90%

Av. Efficiency ISO 16890 >60%

Max. Temperature    300°C

Relative Humidity 100 %

Rec. Final Pres. Drop
EN 779-2012	 250 Pa.

ISO 16890	 200 Pa.

Filter Stage I - II

FILTER CODE STRUCTURE   TECHNICAL SPECIFICATIONS   

For more information please click here.

PRE FILTERS
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