
ROLL-MATIC FILTERS
Glass Fiber Roll Filters

SPARE GLASS FIBER ROLL FILTERS  
FOR ROLL-MATIC

DESCRIPTION

Automatic roll filters are made of elastic glass fiber 
metarial of progressive construction. This  means 
that the fibers are increasing in density in direction 
to the clean on side “when the roller reaches the 
pollution pressure, used by opening clean side used 
by opening clean side”

APPLICATIONS

Used as prefilter in industrial production areas. It 
reduces operating costs and provides high efficiency.

AIR FILTRATION 
& AIR QUALITY

FILTER CODE STRUCTURE   

TECHNICAL SPECIFICATIONS   

For more information please click here.

Class 
EN 779-2012 G3

Class 
ISO 16890-COARSE >40%

Av. Efficiency EN 779-2012 80%

Av. Efficiency ISO 16890 >40%

Max. Temperature    120°C

Relative Humidity 100 %

Advisable Cross Speed 1,5 m/sn

Rec. Final Pres. Drop
EN 779-2012	 250 Pa.

ISO 16890	 200 Pa.

Flame Resistance F1 DIN 53438

Filter Stage I

Roll Size 536-836-1141-1446- 
1751-1950-2010-2056 mm

PRE FILTERS
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